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PARTYPRINT ROUTER CHANGE

The Netgear Router N150 have been discontinued from the hardware manufacturer, so DNP Photo
Imaging Europe introducing the new hardware candidate: TP Link 150Mbps Wireless Nano Router
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OLD Hardware: NETGEAR New Hardware: TP Link
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PARTYPRINT CONFIGURATION: PLUG & PLAY

The new Party Print router TP link is pre-configured with the necessary settings i.e. plug & play to start
working with Party print software & dongle.
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300M Wireless N Nano Router
Model Ho. TL-WRBI2H

Status

Quick Setup Status Help

WPS The Status paga displays e syslem's cument status and
Al i read-only.
Working Mode .
Firmware Version: 3.16:9 Build 150100 Rel 580220 Wired - The following |5 fhe information of Wired LAN. You can
Network configure them in the Network page.

= Hardware Version: WREO2N v1 00000000
Wirsless = MAC Address - The physical address of the system, a5 seen

DHCP fram the LAN
= IP Address - The iP address of tha wired LAN.
System Tools Wired + Subnet Mask - The subnel mask associated with IP address.
L egpoart MAC Address: EC-08-58-22-17-20 Wireless - These are the cument sefiings or Infarmation for Wirgleas

ou can configure hem in e Wireless > Wireless Setiings page

P Address: 102 1880254
+ Working Mode - Indicates the mode which Ihe AP Is working

SubnetMask: 2552552550 on

« Wireless Name of Root{Remote) AP - The S50 of the

ReoliRemota) AP

Wireless Notwork Name/Local Wireless Name - The SSID of

1 AP

Wireless Channel- The curtent witeless channel i uge.

Modé - Tho currant wirelass mode which e AP works on

Workli ; = Channel Width - The bandwidih of tha wireless channal,
Wireless Network Name: - M&mr“! - The physical address of e AP, a8 seen from

Channel: Auta (Current channel 4] Traffic Statistics - The system raflc statisécs.

Mode: Hibgn mixed

= Sent (Bytes) - Trafic that counted in bytes has baen sent out
Channel Width: Automatic from WLAN

.

Sent (Packets) - Trafic that countad in packets has been sent

Max Tx Rate: J0oMops out fiom WLAK.
= Received (Byles) - Trafic hat counted in byles has been
MAC Address: EC-08-5B-22-17-20 recaived rom WLAN
Received [Packets) - Trafic thal counted in packets has bean

raceived from WLAN
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- 300M Wireless N Nano Router
Tp LINK Mode! No. TL - WRBO2ZN

Status
Quick Setup Wireless Settings Wireless Settings Help

wes Note: The operating distance or range of your wireless connaction

[rr—— varies based on Ihe physical placement of the AP For
- - Wireless Network Name: l PartyPrint l A0 called the SSID) Biass (RS FNH JROTAT,
Network .
Region: France - = Mear the canter of ihe area in which your wirefess stasions will
Wirelesy operats.
Warning: Ensure you select a comect country to conform local law. « In an elevated localion such as a high shell
Incomact safings may causs interfarance. « Away from Me polential sources of interference, such as PCs,
microwavas, and cordless phones.
~Wirsless Security » Wim the Antenna in the upnght pesition
Wireless MAC Filtering Channel: g o » Away from large metal surfaces.
Wieleas Advanced odke: . = Note: Failure to follow these guidelines can resull in sipnificant
izl 2 kg mixed performance degradalion of inabity ko wirelessly connect ko e AP
Wircless Stalistics :
LN Aua : Access Point - This operation mode &llows wirsless stations o
Throughput Monitor ¥ Enable Wireless Radio acces:

DHEP « Wirgless Network Name - Enter a value of up to 32
e

System Tools AESAINRID oot characlers. The same Name (Wireless Network Name) must be

assigned to all wirsless devices in your netwark

ogout Region - Select your region fram the pull-down list This faid

spedifies Sa region whers e wireless function of the AP can

be used. It may be dlegal to use the wirahss fnclion of the AP

in @ tegion other than one of those specified in ihis Sled. If your

country of region is nol listed please contact your local

govemmant agency fof azsistance.

Chanmel - This fiald datatmines which oparating frequancy will

be used. It is not necessary to change the wireless channal

unless you nobice interfiarance probloms with another nessby

access point

Mode -This fisld daterminas the wiraless made Which the AP

works an

Channe! Width - The banduidih of the wireless channel.

Enable Wirdlss Radio - The wireless radio of e AP can e




PARTYPRINT ROUTER ACCESS: TP LINK

The router TP Link can be access with the following link: tplinkwifi.net

e Login: admin
e Password: admin
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Changing the router settings may not work with PartyPrint, hence DNP PIE support
. Attention: team won’t be supporting.

For resetting the router to Party Print configuration, please contact our support

team: support@dnpphoto.eu




